
Th
e

 fu
tu

re
 o

f te
c

h
n

o
lo

g
y

JINLING- 3B Multifunctional Anesthesia Unit 

medical

JINLING-3B Multifunctional Anesthesia Unit

Specifications

•  Flowmeter Range:   O2: 0.1 ~ 10 L/min
   N2O: 0.1 ~ 10L/min 

•  O2  Supply Speed: 35 ~ 75 L/min

Ventilator

•  I/E Ratio: 1:1.5 ~ 1:3.0

•  Respiratory Rate: 10, 12, 14, 16, 18, 20, 24, 30 p/min

•  N2O is cut off automatically if O2 is insufficient 

•  O2 - N2O interlock

Vaporizer

•  Capacity: Volume at max mark: 200ml nominal 
          Volume at min mark: 65ml

•  Flow Range: Operating flow range: 0.5 ~ 10 L/min

•  Temperature Range: Operating temperature   
    range: 13 ~ 35 oC

•  Concentration Range : 0.5 ~ 5 vol %, realtive error + 20%

•  Maximum Pressure Load: 20.0Kpa (excess the atmospheric pressure)

•  Maximum Gradient: 45o

•  Dimension: 106 wide x 140 deep x 205 high

•  Weight: 7.5kg


