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XF-1 Hemoglobin Meter 

Features

- Once calibrated, the calibration parameters are saved automatically. Therefore, there is no 
need to calibrate the machine again before use, reducing the consumption of standard 
solution for calibration

- Designed with advanced photoelectric system with temperature compensation capability, 
to ensure excellent reliability and repeatability

- Easy for draining and cleaning, with minimum cross pollution, and easy to operate with high 
accuracy in measurement

-  With competitive prices. There are two types of machines; vertical and horizontal. The 
vertical type hasgood outfitting appearance and excellent reliability, which is suitable for 
regular places such as hospitals and clinics. The horizontal type is of smaller size, which is 
suitable for carrying and suitable for touring diagnostics or general examination.
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XF-1 Hemoglobin Meter (Vertical/Horizontal)

Specifications

Test Item - Hemoglobin (HGB)

Test Method - High ferricyanide

Wavelength - 540nm

Displayed Number  - Three-digit number

Measurement Range - 0~200g/L

Dilution Ratio - 1:251 1:501

Sample Volume - 2ml±10%

Test Time - <8s

Linearity Error - <100g/L±3g/L; <100~200g/L±3%

Coefficient of Variation - <2%

Power Supply - AC220V±10%;50Hz±2%

Input Power - 10W

Net Weight - 2.5kg

Sustained Operation - >8 hour

Stability - 3g/L 0.5h


