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PDJ-5000 Multiparameter Monitor

medical

PDJ-5000 Multiparameter Monitor

Performance

• Applies to operating room and ICU/CCU     
rooms

• Can monitor adults, children and infants

• Monitoring items: ECG, heart rate,   
   respiration rate, SpO2, pulse, temperature,     
NIBP, end-tidal carbon dioxide

• Printer is optional

ECG

Method of measurement - 25bpm~230bpm 

Measurement error - <±5%

Lead - seven leads 

Gain - x0.5, x1, x2

Alarm range -  Upper limit : 30bpm~230bpm   
 Lower limit: 20bpm~120bpm

SpO2

Method of measurement - 60%~99% 

Resolution - 1%

Measurement error - <±2% (90%~99%) 
            <±4% (70%~89%) 
            <±6% (60%~69%)

Alarm range  - Upper limit : 70%~99% 
  - Lower limit: 60%~98%

Respiration

Method of measurement - chest impedance 

Measuring range -  6bpm~60bpm

Alarm range  - Upper limit : 30bpm~60bpm 
  - Lower limit : 6bpm~40bpm

Temperature

Measuring range - 34.0°C~43.0°C 

Measurement error: <±1°C

Resolution: ± 0.1°C

Alarm range  - Upper limit: 36°C~43°C 
  - Lower limit: 34°C~36°C

NIBP

Method of measurement - automatic 
surging method

Working mode - manual/auto

Interval of auto measuring mode: 
1, 2, 5, 10, 15, 20, 30, 45, 60, 90, 120, 150, 
180, 210, 240 (min)

Measuring range - 
Systolic pressure - 50mmHg~240mmHg
Mean  pressure - 26mmHg~200mmHg
Diastolic pressure - 22mmHg~180mmHg

Alarm range - 
Systolic pressure:
Upper limit: 48mmHg~240mmHg
Lower limit: 46mmHg~238mmHg
Mean pressure:
Upper limit: 26mmHg~200mmHg
Lower limit: 24mmHg~198mmHg
Diastolic pressure:
Upper limit : 22mmHg~180mmHg
Lower limit: 20mmHg~178mmHg

End-tidal CO2

Measuring range - 0kPa~10kPa 
(0mmHg~75mmHg)

Measurement error -  ±0.3kPa(0kPa~5.4kPa)   
±0.7kPa(5.5kPa~10.0kPa)

Alarm range  - Upper limit 0.2kPa~10.0kPa 
  - Lower limit 0kPa~9.8kPa

Alarm

The monitor can set alarm for all monitoring 
parameters, it can set the alarm with sound 
and light. It can also cancel the alarm.

Others

Power supply - AC 220V±10%,50Hz±1Hz

Power - 80VA 

Display - CRT display

Working condition - temperature 5°C~40°C

Relative humidity -  <85% 

Atmospheric pressure - 86kPa~106kPa


